
Pastel-Colored 
Handles and Cords 


INTERCHANGEABLE! 


You Can Put Together 
Different Kinds ©f Soldering Irons 
from Imperial Components 


“PERMA-COOL” HANDLES 

TYPE 6100. Slim, functionally-designed handles. Double cushion of 
air and five heat-transition surfaces keep handle cool, comfortable. 
Polypropylene resin, die-cast aluminum heat sink. 4.7 // long; 0.8" 
dia. at grip. Weigh 1 oz. For 115 V, AC-DC. U.L. Listed. 2 oz. 



INTERCHANGEABLE MINI-TIP® SOLDERING TIPS 


Stock 

No. 

Color 

1-9 

EACH 

10-99 

100-Up 

26 D 1616 

Beige 

1.52 

1.28 

1.20 

26 D 1617 

Ivory 

1.52 

1.28 

1.20 

26 D 1618 

Turquoise 

1.52 

1.28 

1.20 

26 D 1579 

Black 

1.52 

1.28 

1.20 


Interchangeable thread-on tips eliminate the expense of using 
several irons for every job. Tips have high thermal conductivity. *In 
Description column indicates a 24-kt. gold-plated, iron-clad tip; 
ftellurium copper composition. All may be used with 25, 30, 40, or 
60-watt “Long-Life” cartridges, except 6520, which is for use^ith 
100-watt cartridge. Av. shpg. wt., 3 oz. 3" _ 


INTERCHANGEABLE CORD SETS. U.L. Listed 
Vinyl covered, color-matched to handles. 115 V, AC-DC. 3 oz. 


Stock 

Mfr’s 


C 1 


EACH 


No. 

Type 



1-9 

10-99 

100-Up 

26 D 1683 

6102 

2-wire 

Beige 

2.22 

1.86 

1.71 

26 D 1684 

6102 

2 -wire 

Ivory 

2.22 

1.86 

1.71 

26 D 1619 

6102 

2-wire 

T urquoise 

2.22 

1.86 

1.71 

26 D 1663 

6102 

2-wire 

Black 

2.22 

1.86 

_ 1.71 

26 D 1685 

6103 

3-wire 

Beige 

3.88 

2.74 

~2.51 

26 D 1686 

6103 

3-wire 

ivory 

3.88 

2.74 

2.51 

26 D 1620 

6103 

3-wire 

Turquoise 

3.88 

2.74 

2.51 

26 D 1661 

6103 

3-wire | 

1 Black 

3.88 

2.74 

1 2.51 


“LONG LIFE” HEAT CARTRIDGES 

Stainless-steel cartridges for “Mini-Tips,” at right. 7 Vz long except 
*8" long, t8!/2" long. 6203, 95O-1050°F; 6200, 750-950°F; 6201, 
650-850°F; 6202, 600-800°F; 6207, 850-1000°F. U.L. Listed. 2 oz. 


Stock No. 

Typo 

Watts 

1-9, EA. 

10-99, EA. 

100-Up, EA. 

26 D 1049 

16207 

100 

6.31 

5.30 

4.97 

26 D 2025 

*6203 

60 

4.73 

3.97 

3.63 

26 D1622 

6200 

40 

4.12 

3.46 

3.17 

26 D 1623 

6201 

30 

4il2 

3.46 

3.17 

26 D 1624 

6202 

25 

4.12 

3.46 

3.17 


Stock 

No. 

Mf p’s 
Type 

Descri ption 

Size 

1-9 

EACH 

10-99 

100-Up 

26 D 1625 

6304 

*Micro-chisel 

%4X t /2 ,/ 

1.06 

89 

.82 

26 D 1626 

6305 

*Micro-spade 

Yb^Vz" 

1.06 

.89 

.82 

26 D 1627 

6312 

tPencil 

!/8X 3 /4" 

.48 

.40 

37 

26 D 1628 

6313 

*Pencil 

'Axys 

1.06 

.89 

.82 

26 D 1630 

6316 

♦Pencil, offset 

H*¥4" 

1.06 

.89 

32 

26 D 1631 

6318 

tLong taper chisel 

!/ 8 x 3 / 4 " 

.48 

.40 

37 

26 D 1632 

6319 

*Long taper chisel 

'AxW 

1.06 

.89 

.82 

26 D 1633 

6324 

tLong taper pyramid 

!/ 8 xy 4 " 

.48 

.40 

.37 

26 D 1634 

6325 

*Long taped* pyramid 

!/ 8 x 3 /4" 

1.06 

.89 

.02 

26 D 1636 

6331 

* Screwdriver 

!/ 8 x3/4" 

1.06 

.89 

.02 

26 D 1637 

6333 

*Needle 

>/ 8 x 3 /4" 

1.06 

.89 

.02 

26 D 1639 

6336 

*Spade 

!/ 8 x 3 / 4 " 

1.06 

.89 

.02 

26 D 1641 

6366 

*Long taper chisel 

Mgx 3 /4" 

1.25 

1.05 

.96 

26 D 1645 

6372 

* Screwdriver 

3 H 6 x 3 /4" 

1.25 

1.05 

.96 

26 D 1051 

6373 

1 Slotted 

3 /l6X 3 /4" 

1.06 

.89 

.82__ 

26 D 1652 

6390 

* Screwdriver 

Mexli/z" 

1.29 

1.08 

.99 

26 D |658 

6424 

*Long taper chisel 

!4x 3 /4" 

1.29 

1.08 

.99 ' 

26 D 1662 

6474 

♦Long taper chisel 

3 / 8 x 3 / 4 " 1 

1.48 

1.24 

1.13 

26 D 1981 

6481 

♦Tapered screwdriver 

3 M 3 Af 

1.06 

.89 

.02 

26 D 2026 

6482 

Micro-spade 


1.06 

.89 

.82 

26 D 1050 

6520 

tlOO-W. Cart. Chisel 

VzxlVi" 

1.29 

1.08 

.99 

26 D 3072 

6368 

tLong taper pyramid 

!/ 8 x 3 / 4 " 

.57 

.48 

'.44 

26 D 3073 

6473 

tLong taper chisel 

!4x3/ 4 " 

.57 

.48 

.44 

26 D 3074 

6500 

♦100-W. Cart. Chisel 

U/zxVi" 

2.52 

2.12 

1,94 * 

26 D 3070 

6391 

♦Precision Mini-Tip 

.010" 

.76 

.64 

.59 

26 D 3071 

1 6392 

itPrecision Mini-Tip 

.005" 

1.48 

1.24 

1.13 


“MICRO-TIPS”® AND 15-WATT CARTRIDGE FOR MICROMINIATURE ASSEMBLIES 

, __ “MICRO-TIPS." Use only with 6206 cartridge, left. Tips are iron clad,' 

■™~m;—v, 3jgfijiSgigggfafr 24 kts. gold plated. Shpg. wt., 2 oz. 


6206 15-WATT CARTRIDGE. Short length and small diameter for 
tight, high-density circuitry requiring precise tip temperatures and 
extreme soldering care. Only 6%x%5". Weighs only 0.89 oz. 614- 
743°F depending on tip. U.L. Listed. Shpg. wt., 2 oz. 

26 D 2294. 1-9..Each 4.12 

10-99.Each 3.46 100-Up.Each 3.1 7 



Mf r’s 



EACH 

No. 

Type 



1-9 

10-99 

100-Up 

26 D 2295 

6550 

Taper screwdriver 

Vsx34" 

1.24 

1.04 

.95 

26 D 2296 

6551 

Stepped spade 

.040x 3 / 8 " ! 

1.24 

; 1.04 

.9 5 

26 D 2297 

6553 

Stepped chisel 

.040x 3 / 8 " 

1.24 

1.04 

.95 

26 D 2298 

6554 

1 Stepped pencil 

-040x 3 / 8 " 

1.24 

1 1.04 

.95 


TIPS FOR 
MICROMINIATURE 
ASSEMBLY WORK 


Ultra-fine points. For “Long Life” Heat 
Cartridges above. Shpg. wt., 1 oz. 

26 D 3070. 6391 .005" Copper Tip. 

1-9 Ea. .76 10-99 Ea. .64 100-Up Ea. .59 

26 D 307 1. 6392 .010" Iron-Clad Gold- 

Plated Copper Tip. 1-9.Each 1.48 

10-99. .Each 1.24 100-Up.Each 1.13 





6010 SOLDERING OUTFIT 


7070 GENERAL-PURPOSE 
“TECHNICIANS” SOLDERING KIT 


“IMPERIAL” IRON HOLDER 

6800 IRON HOLDER. For use with “Imperial” 
line of irons. Shpg. wt., 8 oz. 

26 D 1702. 1-9.Each 1.95 

10-49.Each 1.75 50-Up.Each 1.59 


SOLDERING ACCESSORIES 



40- Watt “ Imperial" Outfit 
for General-Purpose Soldering 

Features six of the most popular “Imperial” 
components. For use in production develop¬ 
ment and servicing. Ideal for printed circuit 
and solid-state devices. Kit includes: #6100 
Perma-Cool Handle; #6200 stainless-steel, 
double-insulated 40-watt heat cartridge; 
#6102 two-wire cord; and three multi¬ 
purpose Mini-Tip® thread-on soldering 
tips. Delivers a tip temperature of 750° to 
950°F. For 110-120 volts AC or DC oper¬ 
ation. Shpg. wt., 8 oz. 

26 D 1053. 1-5.Each 7.55 

6-11.Each 7.20 12-Up.Each 6.73 


Complete outfit for production line or shop. 
Consists of Type 1237 high-heating unit 
(37 Yz watts—750° to 800°F) with pastel- 
colored Type 777 handle; three inter¬ 
changeable, thread-on copper tips (pencil, 
chisel, and pyramid) for high-speed repeat 
soldering; spool of 60/40 non-corrosive, ros¬ 
in-core solder. Lightweight polypropylene 
handle will not crumble or “dust.” Air-flow 
construction for cooler-grip. U.L. Listed. 
115 volts, AC-DC. 1 lb. 

26 D 1036. 1-5.Each 4.88 

6-11.Each 4.48 12-Up.Each 4.35 


COIL-A-CORD IRON-HOLDER 


COIL-A-CORD. Keeps power cord of solder¬ 
ing iron or soldering gun out of your way 
while you work. Permits you to do better, 
more exact soldering on precision com¬ 
ponents. Use with Ungar “Standard Line” 
and “Imperial” soldering units. 2 oz. 

26 D 2069. 1-9.Each 1.25 

10-49.Each 1.02 50-Up.Each .93 

8000 IRON HOLDER. For Ungar “Standard 
Line.” Shpg. wt., 8 oz. 

26 D 1606. 1-9.Each I .95 

10-49.Each 1.75 50-Up.Each 1.59 


506 • ALLIED 


Allied Has A Wide Selection Of Soldering Equipment 


































Standard Line' 


lermg Co 


TYPE 776 AND 777 HANDLES AND COPvDS 

6. Seven ways better on the production line. (See illustration.) Ideal for UGHTWEIGHl, HEAVY-DUTY CONSTRUCTION 
inted circuits and subminiature systems. Durable, and lightweight to 
iuce fatigue. Spring socket—tip can’t wobble or “give.” Special cer- 

lic and glass insulator resists tip heat. Stainless-steel heat deflector re- Ceramic and 

cts heat away from operator’s hand. Octagon guard washer prevents f— Polyvinyl G j qss j nsu | otor 
.ndle roll, acts as built-in stand. Vinyl covered cord. Handle 5". Order I Insulat ed Cord X 

iment and tip below. U.L. Listed. Slipg. wl., 4 oz. .• . 

t D i304. 1-9.Each I .65 10-49.Each I .36 50-Up.Each I .24^ UtMftt 

7 “CLEAN ROOM” HANDLE AND CORD. Attractive pastel color. Heat ' ttE “ 

abilized poly-propylene grip is convection cooled. Octagonal. U.L. Wt., 4 oz. Thermo-Stabilized "Soft Touch" 
i D 1029. 1-9.Each 1.87 10-49.Each 1.53 50-Up.Each 1.40 pV'2,1 " 



— Polyvinyl 
mutated Cord 


Ceramic and 
Glass Insulator 


Stainless-Steel - 
Heat Deflector 











COMBINATION ELEMENT-TIPS 

ilement and tip for use with Types 776 and 
7 71 handles, above. U.L. Listed. For 110- 
l 20 volts AC-DC. 2 oz. 

47V.i WATTS—850°-1000°F 

IRON-CLAD, SILVER-PLATED 

0 26 D 1498. 4033 Chisel Tip, Long Taper. 
General-purpose. Tip, 1/sx 1 //- 

® 26 D 1499. 4036 Pyramid Tip. For extra¬ 
heavy-duty work. 'Tip, D/ax 3 //'. 

Pq] 26 D 1500. 4039 Chisel Tip, Short Taper. 
I— 1 For production line. Tip, IYsxYq". 

1-9. .Each 3.17 

10-49..Each 2.60 50-Up... .Each 2.38 

37V2 WATTS-—750°-800°F 

0 26 D 1401. 1233 Chisel Tip, Long Taper. 

For general service/light production. 
Copper-alloy, unplated tip, lYa^Yt"- 
fgl 26 D 1480. 1236 Pyramid Tip. For gen- 
lSJ eral service/light production. Solid 
Armco iron, silver plated tip, 1 YaxY^". 

[q| 26 D 1481. 1239 Chisel Tip, Short Taper. 
l—J For general-purpose work. Solid Armco 
iron, silver-plated tip, V/vP/a". 

1-9.Each 1.92 

10-49.Each 1.58 50-Up.... Each 1.44 

23l/ 2 WATTS—65©°-700°P 

0 26 D 1400. 533 Chisel Tip, Long Taper. 

Made of copper alloy. For general re¬ 
pair. Tip, 1 VsxYe". 

@ ■’26 D 1478. 536 Pyramid Tip. For gen¬ 
eral maintenance. Tip, 1 Hx/s". 

177126 D 1479. 539 Chisel Tip, Short Taper. 
*-J For general repair on small-board sur¬ 
face joints. Tip, .1 Yax s As". 

1-9. ..Each I .52 

10-49...... Each I .25 50-Up.... Each 1, 14 


HOT KNIFE 


e 500°F Blade Temperature 
® Cuts Plastics and Epoxy 
* Blades are Replaceable 

4025. Fits both Standard#776 handle, 
and #777 “Clean-Room” handle. Cuts 
thin film epoxy coating for component 
replacement, plastic films, and trims 
flash from rubber or plastic moldings. 
With Dacron, nylon or other synthet¬ 
ics, cuts and seals preventing ragged 
edges. Includes 47 (//watt heating unit 
with collet closure, and one stainless 
steel blade. U.L. Listed. 3 oz. 

26 D 1078. 1-9.Each 3.65 

10-49.. Each 3.29 50-Up.Each 2.92 


THREAD-IN ELEMENTS AND Va" 
TIPLETS FOR SUBMINIATURE WORK 

0 ELEMENTS. Fit Types 776 and 777 han¬ 
dles, above. Type 4035, for 800-850°F; 
Type 1235, for 700-750°F; Type 535, for 
600-650°F. Steel body treated to resist cor¬ 
rosion. LT.L. Listed. For 110-120 volts AC 
or DC. Shpg. wt., 2 oz. 


Stock 

Mf r’s 


| EACH 

No. 

Type 

Watts 

1-9 

10-49 

50-Up 

26 D 1490 

4035 

47/z 

3.17 

2.60 

2.38 

26 D 1488 

1235 

37/2 

1.92 

1.58 

1.44 

26 D 1482 

535 | 

23/2 

1.52 

1.25 

1.14 


Ya" TIPLETS. For subrniniature work. 1" 
long, except *1 !4", t 5 /s". SW' point; P/U' 
point. Av. shpg. wt., 2 oz. 

IRON-CLAD SILVER-PLATED COPPER ALLOY 


Stk. No. 

Type 

Fig. 

Descri ption 

26 D 1469 

PL331 

E 

Pencil 

26 D 1470 

! *PL332 

F 

Pencil, Offset 

26 D 1471 

PL333 

G 

Chisel, Long Taper 

26 D |101 

§PL338 

H 

Tapered Needle 

26 D 1409 

it#PL340 

J 

Micro-Spade 

26 D 1755 

7154 

K 

Pencil, Stepped 

26 D 2068 

| - 7155 

1 - 

Chisel, Stepped 


26 

D 

1483 

331 

E 

Pencil 

26 

D 

1484 

332 

F 

Pencil, Offset 

26 

D 

1485 

333 

G 

Chisel, Long Taper 


THREAD-IN ELEMENT AND 3 /i6" 
TIPLETS FOR GREATER HEAT TRANSFER 
4045 ELEMENT 

0 8OO-85O°F, 56/2 WATTS. Fits 776 and 
777 handles, above. High-temperature 
steel body treated to resist corrosion. Fits 
Ungar desoldering tips. For 110-120 V, 
AC or DC. U.L. Listed. Shpg. wt., 2 oz. 

26 D i 105. 1-9... .Each 3.17 

10-49.Each 2.60 

50-Up.. . Each 2.38 

3 / 6 " TIPLETS 

For extra-high heat transfer. Lengths given 
for unthreaded portions only. Wt., 2 oz. 

IRON-CLAD SILVER PLATED COPPER ALLOY 

Both are chisel tip, long taper. Wt., 2 oz. 


Stock No. 

Type 

Fig- 

Descri ption 

26 D 1412 

PI.833 

N 

1 Ya" long 

26 D 1413 

PL834 

p 

lY&" long, offset 

1-9. 



.Each 1 .00 

10-49. 

..Each . 

82 

50-Up_Each .75 

26 D 1410 

1 PI.823 

1 R 

1 Pyramid, long 

26 D 141 1 

| PL824 

1 s 

| Chisel, 1 " long taper 


1-9.Each .60 

10-49.Eaeh .49 50-Up.Each .45 


UNPLATED COPPER ALLOY 


1-9.Each .25 

10-49.Each .21 50-Up.Each .19 

MICROMINIATURE TIPS 
FOR Ya 1 ' • 

ELEMENTS j 

26 D 3089. Type 7012 Copper .005" Tip. 
Shpg. wt., 1 oz. 

1-9. .Ea. .60 10-49. .Ea. .49 50-Up. . Ea. .45 


1-9.Each .70 

10-49.Each .58 50-Up.Eoch .53 

UNPLATED COPPER ALLOY 
(R) 26 D 2023. 823 Pyramid. 1" long. 

($) 26 D 2024. 824 Chisel Long Taper. 1". 

1-9.Each .30 

1 0-49.Each .25 50-Up.Each .23 

INTEGRATED CIRCUIT REMOVER 

859. Save time and 

money with the new |jjjj|j 

Ungar IC desolder- §;!j(||g 

ing tip. The IC de- 

solderer melts all |j' . ;,«>•> 

• sixteen solder pads ‘ 
at the terminals si- ^ 7 

multaneously, free- 
ing the IC in less 
than 30 seconds. 

Chromed and pre-tinned for immediate 
use. Use with Ungar 4045 47/2-watt 
heat unit and 776 or 777 “ Clean-Room” 
handle (above). Wt., 4 oz. 

26 D 2075. . . ..Each I .95 

10-49.Each 1.75 50-Up... Each I .59 


26 D 3090. Type 7062 Iron-Clad Silver-Plated 26 D 2075. . . .•.Each 1.95 

Copper .010" Tip. Ship, wt., 1 oz. 10-49.Each 1.75 50-Up... Each 1.59 

1-9. .Ea. 1.13 10-49. . Ea. .93 50-Up. . Ea. .85 _ - 

THREAD-IN ELEMENTS AND / 4 " THREAD-ON TIPS FOR HI-SPEED WORK 

IP _ UPS, *Iron-clad, silver-plated copper. fUn- 

P |ated copper. 2 oz. 


(W) 26 D 1404. PL-111* Pencil. 

(X) 26 D 1405. PL-113* Chisel. 

(J) 26 D 1040. PL-114* Micro-Spade. 

(Y) 26 D 1041. PL-116* Pyramid. 

1-9..........Each .80 

10-49.Each .66 50-Up... 0 .Each .60 

(W) 26 D 1406. 11 If Pencil. 

(X) 26 D 1407. 113f Chisel. 

(Y) 26 D 1048. 1 1 6f Pyramid. 

1-9..Each .40 

10-49.Eoch 33 50-Up. ..... Each .30 


0 ELEMENTS. Fit 776 and 777 handles, 
above. Nickel-plated copper alloy. 4037, 
750-900°F; 1237, 750-800°F; 537, 600- 

650°F. U.L. Listed. For 115V. AC-DC. 2 oz. 



Mf r’s 


| EACH 

No. 

Type 


1-9 

10-49 

50-Up 

26 D 1403 

4037 

47/z 

3.17 

2.60 

2.38 

26 D 1402 

1237 

37/ 2 

2.1 3 

1.75 

1.60 

26 D 1593 

537 

23/z 

1.77 

I ! .47 

1.33 


Call Your Nearest Allied Facility for Fastest Service 


Alum »507 











































and 


Tool 


MODEL 6900 SOLDERING STATION 


(a) CORDS AND HANDLES. Handle, Sx'A" dia.; vinyl cord. 5 oz. 


Stock No. 

j Type 

Descri ption 

1-9, EA. 

10-49, EA. 

60-Up, E 

26 D 3079 

1 6902 

2-wire 

3.07 

2.75 

2.49 

26 D 3080 

1 6903 

3-wire 

4.08 

3.66 

3.32 

[B] HEAT CAPSULES. Stainless Steel. Wt., 2 

oz. 


26 D |544 

6906 

6-watt 

3.75 

1 3.37 

3.05 

26 D 3078 

6910 

10-watt 

3.75 

3.37 

3.05 

26 D 3077 

6915 

15-watt 

3.75 

3.37 

3.05 

26 D |545 

6918 

18-watt 

3.75 

3.37 

3.05 


SOLDERING NIBS. (*Iron-Clad Gold-Plated Copper. fPlain Copp< 
nib). Spade, screwdriver, pencil or precision point. 


Ten-watt soldering iron and holder with specially processed sponge 
for cleaning nibs. With 3 copper nibs (tips): pencil, screwdriver, 
spade. Tip temp., 550-650°. 120V, AC-DC. 

26 D | 570. Shpg. wt., 10 oz.I 0.66 

26 D 1574. Iron Less Holder. U.L. Listed. 6 oz. 7.52 

26 D 3075. Type 6990 Iron Holder, Sponge. Wt., 4 oz. 3.25 

26 D 3076. Type 6991 Sponge Refill. For holder. 1 oz. 49 


Stock 

No. 

rvifr’s 

Type 

Fig. 

Descri ption 

UDia.xTip 

EACH 

1-9 

10-49 

50-U 

26 D 3081 

6952 

C 

fSpade 

.61xVax.08" 

.38 

.34 

.31 

26 D 3082 

6962 

C 

*Spade 

.62x.13x.09" 

.64 

.57 

. .51 

26 D 3083 

6951 

D- 

f Screwdriver 

,60x»/sx.005" 

.38 

.34 

.31 

26 D 3084 

6961 

D 

* Screwdriver 

.62x.l 3x.06" 

.64 

.57 

.52 

26 D 3085 

6950 

E 

f Pencil 

.61x.125x.015" 

.38 

.34 

.31 

26 D 3086 

6960 

E 

* Pencil 

.62x.130x.015" 

.64 

.57 

.52 

26 D 3087 

6953 

1 F 

t Precision 

.61xV&x.005" 

.69 

.62 

.56 

26 D 3088 

6963 

F 

* Precision 

.61xV&x.0l0" 

1.25 

1.21 

1.0 1 


DESOLDERING KIT FOR 1C AND SEMICONDUCTOR PACKAGE 



Model 6959. Has 15-watt heat capsule with 
three special desolder tips for fast and 
efficient desoldering work with semicon¬ 
ductor and IC packages. Model 6945 tip has 
.375" diameter for easy removal of “TO” 
packages in one pass. Model 6947 lead 
straightener melts and straightens bent 
leads. Model 6942 tip removes up to 16-pin 
dual-in-line IC’s in one operation. U. L. 
Listed heat capsule. Heat resistant handle 
with 3-wire grounded cord. 120 VAC. Order 
replacement heat capsule and handle, ad¬ 
ditional tips below and at right. 12 oz. 

26 D 2239. 1-3.Each 12.70 

4-11.... Each 11,40 12-Up.Each 10.33 


0 Model 6943 “TO” Package Tip. .600" 
diameter, 640° F tip temperature at 
15 watts. Order from table below. 

: Model 6944 “TO" Package Tip. .500" di- 
I ameter, 670° F tip temperature at 15 
watts. Order from table below. 

Model 6946 “TO” Package Tip. .280" di¬ 
ameter, 700° F tip temperature at 15 
watts. Order from table below. 

26 D 222I. Model 6947 Slotted Lead 
Straightener. Melts, straightens leads. 
680° F tip temperature. 1-9...... Each 1 .64 

10-49_Each 1.47 50-Up.Each 1.33 


i; 


0 


0 ; 


26 D 3077 Model 6915 Replacement Heat 

Capsule. Wt., 2 oz. 1-9.Each 3.75 

10-49_Each 3.37 50-Up.Each 3.05 

26 D 3080. Model 6903 Replacement Handle. 

Wt., 5 oz. 1-9.Each 4.08 

10-49. ... Each 3.66 50-Up.Each 3.32 

Model 6982 Dual In-Line IC Extractor. Push¬ 
button extractor for use with Model 6942 
desoldering tip. Spring-loaded action— 
locks on to IC case, releases automatically. 
Fast release prevents board damage, elimi¬ 
nates lead damage and circuit destruction. 


26 D 225 I Wt., 00 oz. 1-9.Each 1.77 

10-49.... Each 1.56 50-Up.Each 1.41 


Model 6945 “TO” Package Desoldering 
Tip. Nickel-plated. .375" diameter, 680° 
tip temperature when used with 15-watt 
heat capsule. Order at right. 


26 D 2240. Model 6940 Flat Pack Tip. 
For separate flat pack leads. Hooked 

tip. 650° F. 1-9.Each 2.05 

10-49_Each 1.84 50-Up.Each 1.67 

0 Model 6942 Dual In-Line Tip. Removes to 
16-pin IC’s in one pass. 550° tip temper¬ 
ature. Order from table below. 


@ Model 6941 Flat Pack Tip. For all leads 
on one side of flat pack. 700° F tip 
temperature. Order from table below. 


Stock No. 

Type 

Fig. 

Stock No. 

Type 

Fig. 

26 D2248 

6945 

G 

26 D 2249 

6946 

H 

26 D2244 

6943 

H 

26 D 2243 

6942 

L 

26 D2245 

6944 

H 

26 D 2241 

6941 | 

M 


1-9.Each | .95 

10-49_Each 1.75 50-Up.Each 1.59 


MINIATURE DE-SOLDERETTE 



Model 6992. Lets you desolder even the 
smallest microminiature components in sec¬ 
onds without damage. 18-watt heat capsule 
delivers 600° F tip temperature that melts 
solder for easy removal. Rubber bulb cre¬ 
ates a 5.5-ounce per-square-inch vacuum at 
tip—“sucks up” molten solder. Special 
coating inside, and outside the collector 
body eliminates sticking and clogging. U, L. 


Listed. For 110-130 V, 60 Hz AC. 

26 D 2050. Shpg. wt., 12 oz.. 14,67 

26 D 289 I . Replacement Tip. 2 oz.1.07 


HOT-VAC DESOLDERING TOOL 



Model 7800. Provides fast, safe, three-fin¬ 
gered desoldering best for printed circuit 
work. Has lightweight Model 777 handle of 
heat resistant, fatigue-free plastic. Special 
non-slip grip stays cool, assure easy finger- 
touch control. Both miniature and standard 
desoldering are made easier by vacuum 
bulb. Special coating inside and out pre¬ 
vents solder from sticking and clogging. 
Unit can even be used on heat shrinkable 
tubing. U. L. Listed. For 110-120 V, AC or 
DC. Order additonal tips below. 

26 D | 028. Shpg. wt., 10 oz. 1-5 Each 12.09 

6-11_Each 9.93 12-Up.Each 9.05 

25 D 2890. Type 7806. .057" diameter tip 

for above. Shpg. wt., 2 oz.Each .78 

25 D 289 I. Type 7812. .033" diameter tip 

for above. Shpg. wt., 2 oz.Each 1.07 

25 D 2892. Type 7813. .069" diameter tip 
for above. Shpg. wt., 2 oz.Each .78 



COMPACT SOLDERING CUP “SCALED FOR THE JOB” 

® Specially Designed for Microminiature Components • Stable Base Piate Prevents Spilling and Wastage 

® Corrosion-Proof Cup Has 1-Oz. Solder Capacity © Thermostatic Control Adjusts from 400° to 750° F 


Model 7000. Deluxe miniature soldering cup, great 
for soldering microminiature components and leads 
Also can be used for efficient desoldering. Corrosion- 
proof bronze melt cup has full 1-oz. solder capacity: 
built-in dross ring; precision machine finish. Adjust¬ 
able thermostatic control lets you select soldering 
temperatures from 400° to 750° F. Special design 
permits cool operation with minimal external heat 


radiation. Die-cast construction for long life, excellent 
operating stability. Stable base plate prevents spilling 
and wastage. Cup depth of only z /z" reduces possibility 
of damage to delicate components. 3-wire cord, 
grounded NEMA plug. For 120 volts AC or DC. 
Shpg. wt., 4 lbs. 

26 D 2222. 1-3.Each 21 .23 

4-11.Each 19.04 12-Up.Each 17.27 


1 Sf^gAGE _5i4 FOR ADDITIONAL DESOLDEmm 
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UNGAR “PRINCESS” 6970 LOW-VOLTAGE SOLDERING SYSTEM 

Dial the exact tip temperature for every job. Exclusive adjustable transformer 
with 10-volt ouput delivers tip temperature from 400° to 900°F. Solder in safety 
—grounded isolation transformer completely isolates soldering pen from line 
voltage. Heating unit in tip end. Uses 3-amp bayonet-type fuse. Pilot light. 
With 3 soldering nibs. U.L. Listed. 110-120 V, 50-60 Hz AC. 

26 D 2046. Shpg. wt., 4 lbs. 1-3.Each 28.28 

4-11...,.Each 25.37 12-Up.Each 23.00 

26 D 2049. 6071. Heat Capsule. Shpg. wt., 2 oz. 1-3.Each 3.98 

4-11...Each 3.69 12-Up.Each 3.39 


SOLDERING NIBS (*Iron-Clad Gold-Plated Copper, fPlain Copper) 


Stock 

No. 

Mfr’s 

Type 

Fig. 

Description 

Lx Dia.xTi p 
(Inches) 

1-9 

EACH 

10-49 

t 

50-U p 

26 D 3081 

6952 

A 

tSpade Nib 

.6lx 1 /8x.08' ,/ 

.38 

.34 

.31 

26 D 3082 

6962 

A' 

* Spade Ni b 

.62x.13x.09" 

.64 

.57 

.52 

26 D 3083 

6951 

B 

tScrewdriver Nib 

.60x!/6x.005" 

.38 

.34 

.31 

26 D 3084 

6961 

B 

* Screwdriver Nib 

.62x.13x.06" 

.64 

.57 

.52 

26 D 3085 

6950 

C 

t Pencil Nib 

61x.125x.015" 

.38 

.34 

.3 1 

26 D 3086 

6960 

C 

* Pencil Nib 

62x.130x.015" 

.64 

.57 

.52 

26 D 3087 

6953 

D 

fPrecision Point 

.61xV&x,005" 

.69 

.62 

.56 

: 26 D 3088 

6963 

D 

^Precision Point 

.61x!/jjx.010" 

1.25 

1.12 

1.0 1 



Allied Stocks Complete Supplies for All Your Soldering Need: 


ALLIED • 509 










